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Description: 
D015 DURABUILD POLYURETHANE WATERPROOFING MEMBRANE- SG is single component 
moisture cured, modified polyurethane elastomeric liquid membrane. It forms seamless 
monolithic membrane that adheres well to most of the common substrates e.g. concrete, 
cement blocks, existing roof felts etc. D015 Durabuild Polyurethane Waterproofing 
Membrane- SG is resistant to chlorides & sulphates present in the soil & to most mild acids 
and alkalis.  

Uses:  
D015 Durabuild Polyurethane Waterproofing Membrane- SG can be used in water /vapor 
proofing of 
o Podium, Terraces, Roof  
o Balconies, terraces, parking garages, asbestos & concrete roofs, Façade damp proofing  
o Foundations, cellar walls, retaining walls, bridges abutments  
o Refurbishing of old waterproofing system including torch on membranes  
o Waterproofing/curing membrane & protective coating for sub structure  

Features: 
o Ready to use 
o Single component & cold applied  
o Resistant to water & frost 
o Resistant to root growth, so can be used for green roofs 
o Excellent UV resistance & long-term aging stability  
o Cured membranes are highly flexible even at extreme temperatures  
o Easy to use (roller or airless spray) & environment friendly  
o Excellent resistance to oxidation 
o Crack bridging upto 2 mm 
o Provides excellent adhesion to almost any type of surface 
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Application Method: 
1 Surface Preparation 
o The surface must be prepared thoroughly by cleaning, washing and removing dust, dirt, 

oil, grease and loose particles.  
o The surface must be atleast 28 days old with compressive strength of 25 MPa with 

cohesive bond strength of concrete exceeding 1.5 MPa and moisture content less than 
5 %. Ensure that the surface is not washed with water. 

o Make surface smooth, even & free from local depressions with polymer modified 
mortar of cement and sand (1:4) modified with 10% Durabuild SBR Latex, Fixocrete and 
cure it for minimum 3 days. Provide coving 75 mm x 75 mm all around with cement 
mortar (1:3) admixed with D001 Durabuild Integral Waterproofing Compound. 

o The presence of any cracks or joints must be cleaned thoroughly and opened up 
(width:depth) in ratio 2:1. Prime using D022 Durabuild PU Waterproofing Primer 
followed by surface drying for 1-2 hrs depending on the surface temperature and 
relative humidity. Fill the crack with D955 Durabuild Polyurethane Sealant 1K followed 
by 2 coats of 200 mm wide D015 Durabuild Polyurethane Waterproofing Membrane-SG 
centred along the cracks reinforced with geotextile membrane between the coats. 
Allow to cure for 12 hrs.  



Technical Data: 

PARAMETERS SPECIFICATION TEST RESULTS 

Physical Appearance  
Black Viscous Liquid (Also 

available in white, other shades) 
Solid Content, %  94 ± 2  

Drying Time @ 27°C & 60% RH, hrs  18 

Tack free, hrs  10 

Thorough drying & curing, hrs  36 – 42 

Service Temperature, °C  -45 to +75 

Elongation %, after 7 days curing ASTM D 412 > 650 % 

Tensile strength N/mm² ASTM D 412 ≥ 2.0 

Crack Bridging ASTM C 836 Upto 2 mm crack 

Adhesion, MPa ASTM D 903 ≥ 2.0 

Water Absorption, % ASTM D 570 < 0.5 

Loss of weight, % ASTM C 836 8 ± 2 

Resistance to plant roots EN 13948 Very Good 
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Precautions and Limitations: 
o Although the service temperature is -45 to +75 °C, it should be applied within 

temperature range of 5-40 °C for best results for better cured film properties. High 
relative humidity may affect the final finish of the coating. 

o Keep the geotextile fabric overlapping to 50-100 mm during laying. 
o To provide anti-slip properties during wet condition, the membrane can be sprinkled 

with graded sand. Contact our Technical Services department for the same. 
o Do not apply under direct sunlight. Apply over primed surface and protect properly. 

Standard Compliances: 
ASTM C-836 & ASTM C-898: Specifications for High Solids Liquid applied Elastomeric Coating 

o Prime the surface using D022 Durabuild PU Waterproofing Primer @ 5-7 sqm/ltr and 
allow it to cure. The re-coating time would be within 24 hrs.  

 
2 Application 
o Apply first coat of D015 Durabuild PU Waterproofing Membrane-SG with brush or roller 

on to the primed surface until the full area is covered. 
o The termination on the side walls and vertical upstands should be atleast 200 mm. 
o Then applying the second coat after an interval of 12- 18 hours. 
o Allow second coat to fully dry in 36 to 42 hours before laying any protection layer or 

screed 
o Reinforce always with the Geotextile fabric of 50 GSM at problem areas, like wall-floor 

connections, 90º angles, chimneys, pipes, waterspouts (siphon), etc. In order to do that, 
apply on the still wet D015 Durabuild PU Membrane-SG a correct cut piece of 
Geotextile Fabric, press it to soak, and saturate again with enough D015 Durabuild PU 
Membrane - SG 

o Provide 20 mm thick protection plaster admixed with D001 providing slope towards 
drain outlet. Or laying of 120 gsm geotextile membrane over the cured coating to 
protect it from any damages before protecting the same by M20 grade concrete screed 
(1:1.5:3) admixed with polypropylene fiber with a slope of 1:100 towards drain outlet. 
Within 24 hrs, 3 m x 3m control joints maybe provided which can be filled with sealant. 

o Pouring of concrete screed over the geotextile membrane for slope and protection 



 

Packaging: 
Available in 20 ltr pail 
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Coverage: 
1.2 kg/ sqm for DFT 1 mm in 2 coats. 
The final consumption shall depend on the substrate texture, porosity and temperature. 

Shelf Life: 
9 months from the date of manufacturing when kept in cool, dry, unopened and 
undamaged original packing condition.  

Health & Safety: 
D015 Durabuild Polyurethane Waterproofing Membrane- SG contains isocyanates so 
relevant precautions must be taken during handling. Refer to the information furnished by 
MSDS. 
o Protective Clothing: Necessary protective clothing like dust mask, gloves, goggles must 

be worn. 
o Skin Contact: Wash skin with soap & water. Remove contaminated clothes. 
o Eye contact: Immediately splash eyes with plenty of water. Consult Physician if 

irritation persists. 
o Ingestion: Do not induce vomiting. Never give anything by mouth to an unconscious 

person. Call a Physician. 


